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Gutenbergstraße 15 · D-24558 Henstedt-Ulzburg · Telefon: +49 41 93-99 50 · Telefax: +49 41 93 - 99 52 20 
E-Mail: info@dataplot.de · Internet: www.dataplot.de

Different printers, inks, resolutions and printing qualities result into numerous different printing parameters. In addition, there a numerous factors 
influencing processing and the application of our materials. For this reason, we cannot make specific statements as to drying times and maxi-
mum ink absorption. For this reason, we recommend you to perform own tests in order to verify the desired results. Our product specifications 
are not to be understood as legally binding guarantees assuring specific characteristics. Any liabilities and guarantees, as well as claims for 
compensation beyond the value of the product itself are excluded.

Matchcode: SOTLM
Material: high strength, non woven polyethylene - Tyvek
Finish: matt
Colour: white
Temperatures: -30°C - +80°C
Weight: 90 g/m²
Thickness: 220 µm
Elongation at break: lenght 185 - 225 N/inch 

cross  190 - 240 N/inch
Width of rolls: 42”, 54”
Length of rolls: 30 m
Flame retardant: no
Storage: at 15 °C - 25 °C, 50% rel. humidity 
Shelf life: 18 month in original boxes

COMpaTiBLE iNkS:
Eco Solvent:   yes UV:   yes
Solvent:   yes  Latex:   yes

EMBLEM Solvent Tyvek Light Matt

EMBLEM SOTLM is a matt tear resistant tyvek. it can be used for indoor and outdoor appli-
cation because of the water resistant coating and the high tear resistance. 
Typical applications for SOTLM are short-term advertising messages, outdoor posters, 
maps,labels, banners at fairground, working plans.



EMBLEM Solvent Tyvek Light Matt

Description:
EMBLEM SOTLM is a matt tear-proof tyvek. it is a tough, sythetic banner - pVC free. The 
high tear resistance and the water resistant coating makes EMBLEM SOTLM the ideal solu-
tion for short term outdoor posters, maps, labels and working plans. banner for indoor and 
outdoor application. You can print on EMBLEM SOTLM with common eco solvent, solvent, 
UV and latex based inks.
processing:
Depending on ink and ink amount, an adequate drying time after printing should be al-
lowed prior use. 
The material can be eyed. During the finishing you have to ensure that adequate tools are 
used. Furthermore it is necessary that eyes are placed in a distance which is proportionated 
to the expected wind load and own weight of the banner. 
Storage temperatures of above 40°C should be avoided. 
To avoid fingerprints the use of cotton-gloves is advisable.

application:
short-term advertising messages, outdoor posters, maps,labels, banners at fairground, work-
ing plans.


